-Nuten_de_001

gliste

AK_Werkzeu

Produktion & Fertigung
bei Klocke

3 P9
3159
4P9
4P9
4159
5 P9
5159
5157
5 H6
5 P9
5 P9
5159
5 H6
3/15" H10
6 P9
6 P9
659
6 H6
6 P9
659
6 H6
6 P9
657
659
6 H6
7 P9
8 P9
8 P9
8 H6
859
8 G9
8 N9
8 P9

Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss

#® Klocke

Werkzeugliste Nuten

10-12mm
10-12mm
10-12mm
11-13mm
11-13mm
13-15mm
13-15mm
13-15mm
13-15mm
15-17mm
15-17mm
15-17mm
15-17mm
42mm
17 - 19mm
40mm
17 - 19mm
17 -19mm
19 -20mm
19-20mm
19 - 20mm
20-22mm
20-22mm
20-22mm
20-22mm
40mm
26 - 30mm
26 - 30mm
26 - 30mm
26 - 30mm
26 - 30mm
26 - 30mm
22 -25mm

8 P9

8 1S9

8 H6

8 N9

10 H6
10 P9
101JS9
10 H6
10 P9
10 P9
10 1S9
10 N9
12 P9
12 JS9
12 H6
12 H7
12 P9

12P9 @80H7

12 JS9
14 P9
14 JS9
14 M6
12 JS9
12 F8
16 P9
16 M6
18 P9
20 P9
22 P9
22)S9
25 P9
25 1S9

Anton Klocke Antriebstechnik GmbH
Senner Strafie 151 | D-33659 Bielefeld

Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss
Al/Stahl/Guss

Geschdftsfiihrer Dipl.-Ing. (FH) Thorsten Kott | Amtsgericht Bielefeld | HRB 34306

22 - 25mm
22 -25mm
22 -25mm
22 -25mm
30 - 34mm
30-34mm
30-34mm
35-38mm
35-38mm
35-38mm
35-38mm
35-38mm
38 -40mm
38 -40mm
38 - 40mm
40 - 44mm
40 - 44mm
80mm
40 - 44mm
44 - 50mm
44 - 50mm
44 - 50mm
44 - 50mm
44 - 50mm
50 - 58mm
50 -58mm
58 - 65mm
65 -75mm
75 -85mm
75 -85mm
85-95mm
85-95mm
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